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EN 388 : 2016

STANDARD: ( €

4131X

IDEAL APPLICATIONS INDUSTRY

Handling oily and Construction

greasy components

Light fabrication Facility management

High level abrasion . A

& dexterity Material fabrication

Automotive industry Transportation

Iron & steel components o .

handling Logistics and warehousing
LINER COLOUR GRIP LENGTH
13-gauge Grey nitrile Flat 10 inches
Nylon liner coating on nitrile

White nylon coating

liner

FEATURES

Nylon knitted liner with nitrile coating on palm and all-around
fingers

Seamless nylon liner with nitrile coated gloves

Flat palm nitrile coating for higher sensitivity

Open back ensures ventilation and breathability

Multi-purpose glove light application mechanical protection

TiGO'S

Aatmiya Industrial Park- 2,
Plot No. 28, Por, Vadodara 391423

CUFF STYLE

E-mail: info@kevalsafety.com
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Scan Here for More Info

THICKNESS* (MM)

| WEIGHT* (G) CERTIFICATION
Knit wrist 40 grams per pair EN388:2016 - 4131X
APPLICATION
Light assembly tasks

Iron & steel industrial material handling job

General handling

STORAGE

Store in cool and dry place

Keep away from direct sunlight

LAUNDERABLE PACKING

Yes 600 pairs Bag

Website: www.kevalsafety.com
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